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                   SA3 Series Active DSP-controlled loudspeaker 

Portable, lightweight and durable. The SA3 Series  is one of our most versatile 

loudspeakers. 

SA3 series is Audiocenter latest active DSP-controlled loudspeaker with excellent 

performance and high quality/price ratio. SA3 is built with BrainCore™ which 

analyses and processes the input signal, DSP module and Class D amplifier optimally, 

improving the audio performance of the system significantly. 

Built-in wireless bluetooth. Cellphone,laptop,etc can be linked to SA3 easily with 

bluetooth and get the audio output.  

There are five models for SA3 series, including SA310、 SA312 and SA315 full 

range loudspeaker and SA3118 、SA3218 subwoofer. 

SA3 is designed for fixed installation and touring performance, such as multi-

functional conference room, house of worship, museum, wedding, lecture, DJ, stage 

monitor , etc. 
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Key Features 

Perfect BrainCore™ technology to  
improve the audio performance of  

the system 

Class D Amplifier 

2000W PEAK 

134dB SPL 

Stylish outlook 

Portable Design, Plug&Play 

10—15M  

The effective transmission distance 
EQ Adjustable 

Excellent Materials and Unique  

Physical Acoustics Design 

Advanced Cooling System 

Unique Horn Design 

Automatic Standby 

Customized ProDriver 



TM 
About 

BrainCore™ is an innovative core application technology researched and developed by Audiocenter, 

devoted to Audiocenter active loudspeakers with supreme performance and high reliability.  

 

With its advanced technology and scientific methodology, BrainCore™ analyses and processes the 

input signal, DSP module, Class D amplifier and loudspeaker optimally, achieving smooth transitions 

between the LF and HF, excellent frequency response and audio reproduction even at high levels of 

SPL.  

 

Cort™ is applied to all Audiocenter DSP-controlled active loudspeakers.  

Our R&D team have taken an average of 144 experimental measured sample data in order to 

determine the optimum time alignment and phase ensuring seamless transition between the LF & HF.  

 

With the unique Limita™ protection technology, the amplifier and loudspeaker systems are optimized 

scientifically and optimally in achieving ultimate output power by precise measurement and calculation.  

 

Limita™ protects both electronic and acoustic components from overloaded input signals and 

eliminates output clipping, with the net result of extremely low distortion even at high dynamic SPL, 

improving the reliability of the whole system. 

Cort™  

Limita™ 

DSP 

DSP Technology： The DSP features 24Bit/ 

96KHz signal sampling rate, processing gain, 

crossover frequency, phase, output delay and a 

unique Limita™ precise limiter.  



Main selling point 

Strong and dynamic  

2000W PEAK 

The perfect BrainCore™ technology and built-in powerful DSP processor 

improve the performance of the speaker. 

Perfect BrainCore™ technology to improve 
the audio performance of the system 

134dB SPL SA3 adopts unique  horn design, which 

makes the penetration of HF stronger, and 

get cleaner and clearer sound. 

Unique horn design 

SA3 adopts customized Class D amplifier together with switch mode power 

technology, which ensures the system for high efficiency, exquisite and compact 

outlook and advanced cooling. 

Class D Amplifier 

Built-in wireless bluetooth makes various bluetooth devices can be linked to 

SA3 easily and get the audio output.  

Built-in Bluetooth 

Latest ferrite driver technology and AUDIOCENTER customized driver 

ensure very clean and clear sound and impressive sound dynamic. 

Customized ProDriver 

To save power, the system will enter into standby mode automatically if 

without signal input for 15 mins. 

Automatic Standby 

The frequency response of different frequency bands can be adjusted 

according to actual application,very easy to use. 

EQ Adjustable 

Advanced physical cooling design for 

efficient heat dissipation  

Rational use of energy conversion, efficient cooling,  

energy saving and environmental protection. 



Main selling point 

CNC made cabinet of excellent wood reduces resonance and 

makes the cabinet stronger. Customized driver, physical 

acoustics construction design and innovative designed, 

compact and multi-purpose cabinet, provide the clean and 

clear sound. 

Excellent Materials and Unique  

Physical Acoustics Design 

Stylish outlook 

Unique geometric modeling makes the cabinet 

design of SA3 very stylish. 

Portable Design, Plug&Play 

The compact and integrated installation design, 

integrated and simple control of back panel and 

fast connect to speaker system make it suitable for 

fixed installation and touring performance. Very 

simple and convenient for usage. 

Moulded large heatsink improves the 

cooling efficiency, with the result of 

higher reliability of the system. 

Advanced Cooling System 



Function introduction of rear panel 

Power Indicator 

Signal  Indicator 

Limiter Indicator 

PRO (PROTECT) Indicator 

LED ON/OFF Switch 

EQ Knob 

Bluetooth Settings 

CH A Gain Knob CH B Gain Knob 

Power Socket 

Power Switch 

Master  Volume 
CH A Input (Line/MIC) 

Mix Out 

CH B Input  

（6.35） 

CH A (Line/MIC) Switch 

RCA Input 



SA3 series suggested applications 

Speech 

Outdoor party DJ  Band 

Meeting Wedding 

Dance room Church Museum 



Audiocenter website 

www.audiocenter.net 

https://facebook.com/Audiocenter.Globe/ 

 www.twitter.com/AudiocenterPro 

https://www.yunzhan365.com/bookcase/whqq/ 
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